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The injection seeding is a useful method for single frequency oscillation of Q-switched 
lasers. In this paper， we have demonstrated a crossed polarization type injection seeding 
method of the acous七o-opticallyQ-switched Nd:YAG slave laser by the LD pumped 
Nd:YV04 micro-chip master laser. 1.83 W average output power with 22.8 kW peak 
power was achieved at 1 kHz repetition rate. E伍cientinjection seeding operation Was 
realized using the crossed polarization type injection seeding method and a detuning 
range was extended to 203 MHz， which is closed to the axial mode separation of the 
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マスタレーザとして LD励起Nd:YV04マイクロチップレーザを用いた 12) Nd: YV04結
品はNd:YAG結品と比較して 800nm付近の吸収係数が5----10倍大きいため，結晶長を短くす




























試作したマイクロチップレーザは，サイズ3x 3 mm2で， 厚みが500μmのNd : YVO 4結晶 (N
d原子数濃度1.1%)の両端面にミラーコーティングを施し， レーザ共振器とした. 励起には最大





内で連続的に発振周波数可変となる.発振周波数の温度係数はdY / d T =-1.60GHz/Kで、あり，室
温より約28K上昇させることによりNd:YAGの中心周波数に同調した. この時，温度分解能約
0.001Kで制御を行ってレーザ発振周波数を安定化した.






















また，波長1064nmのスレープレーザ出力をKTP結晶により可視域の 532nmの第2高調波 (SH 
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